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1010 Aluminum Beacon
By Hadco by Signify

OTHER BULB OPTIONS . . . . . . . . . . . . . 1 x A19/Medium (E26)/120V LED

BULB NOT INCLUDED . . . . . . . 1 x A19/Medium (E26)/72W/120V Incandescent

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8.4"W x 9"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard 120V

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 72W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Bronze

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

1010 Mini Beacon Bollard features a die cast
aluminum housing with removable roof for easy
relamping. Molded silicone gasket seals glass, top
and bottom and prevents moisture intrusion into
the fixture. Base has two .5 inch NPT conduit
entrances for connection to the power source.
Lower housing may be recessed directly in the
ground or in concrete. Thermoset polyester
powdercoat finish in Bronze. Clear borosilicate
glass refractor lens. One 100 watt 120 volt A-type
medium base lamp is required, but not included.
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