
Low Voltage 007 H/J/L Track Head 120V
S PE C  # WAC227790

B R A N D WAC Lighting

D E S C R I PT I O N

007 LED Track Head is made of die-cast aluminum
and features a swivel yoke for easy aiming, 350
degree horizontal rotation, and 90 degree vertical
tilt. Integral electronic transformer. Dims to 10
percent with low-voltage electronic dimmer.
Choice of H, J, or L Track System compatibility.
Compatibility:L: WAC L Series and Lightolier
Lytespan 120 volt single circuit track (Lightolier
track by others) J: WAC J Series single circuit track
and Juno 120 volt single circuit and two circuit
track systemsH: WAC H Series and Halo 120 volt
single circuit line voltage track system (Halo track
by others)

S h ow n  i n :  B l a c k

S H A D E  C O L O R N/A

B O DY  F I N I S H Black

WAT TA G E 8W

D I M M E R Low Voltage Electronic

D I M E N S I O N S 2.25"W x 6.5"H x 4.25"D

B U L B  I N C L U D E D

L A M P 1 x MR16/GU5.3 (bipin)/12V LED

Technical Information

L U M I N O U S  F L U X 450 lumens

L U M E N S / WAT T 56.25

L A M P  C O L O R 3000K

C O L O R  R E N D E R I N G 85 CRI

S P E C  # WAC227790

C O M PA N Y P R O J E C T F I XT U R E  T Y P E A P P R O V E D  B Y D AT E
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https://www.lightology.com/
https://www.lightology.com/index.php?module=prod_detail&prod_id=227450&option_id=227790

	companytcza: 
	projectmrkn: 
	guthxbtd: 
	approvedbyffrd: 
	daterqbk: 


