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Description

216 Series 5 Inch Enclosed Cone Trim is available
with a White trim and Clear Alzak, Gloss White, or
Wheat Haze reflector. One 120 volt, PAR30L,
PAR30S, BR30 or A19 medium base halogen/
incandescent or LED equivalent lamp is required,
but not included. Lamp type/wattage dependent
upon housing/trim combination (see attached
Juno manufacturer specification). UL listed for wet
locations with outdoor lamps. 6.25 inch outside
diameter. 4 3/8 inch aperture. A complete fixture
includes a housing and trim, sold separately.

Specifications

REFLECTOR/BAFFLECOLOR . . . . . . . . . . o ittt N/A
BODYFINISH . . . . . . . .o o White / Gloss White
WATTAGE . . . . oo e s 75W
DIMMER . . . . . oo Dimmable
DIMENSIONS . . . . . . . oo 5'W
BULB NOTINCLUDED . . . . . . . 1x PAR30L/Medium (E26)/75W/120V Halogen
OTHERBULBOPTIONS . . . . . . . . ... 1x PAR30L/Medium (E26)/120V LED

1x A19/Medium (E26)/120V Incandescent

1x A19/Medium (E26)/120V Incandescent
1x A19/Medium (E26)/120V LED

1x BR30/Medium (E26)/120V Halogen

1x BR30/Medium (E26)/120V Incandescent
1x BR30/Medium (E26)/120V LED

1x PAR30S/Medium (E26)/120V Halogen
1x PAR30S/Medium (E26)/120V LED

Technical Information

APERTURESIZE . . . . . . . . . oot 4.375"
APERTURE SHAPE . . . . . . . . . . . o it Round
CEILINGTYPE . . . . . . . . o Drywall with Trim
FUNCTION . . . . o o s e Downlight

Shown in white / gloss white
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