Lightology

lightology.com
866-954-4489
12-28-25

612 6 Inch Standard Slope Reflector Cone Trim
By Juno Lighting

Project:

Company:
Location: Fixture Type:
SPEC #: JUN25740

Approved On: Approved By:

Description

612 6 Inch Aperture Standard Slope Reflector
Cone Trim is available with a White trim and
Haze, Wheat Haze, White, Gold Alzak, Black Alzak,
Clear Alzak reflector, or Satin Chrome with Haze
reflector, or Classic Aged Bronze with Wheat Haze
reflector. One PAR30 halogen, PAR38 halogen,
BR30 incandescent/halogen (or LED equivalent)
is required - lamp type and wattage dependent
on housing/trim combination. 7 5/8 inch x 7.75
inch outside dimension. 5 5/8 inch x 5 7/8 inch
aperture. A complete fixture includes a housing
and trim, sold separately.

Specifications

REFLECTOR/BAFFLECOLOR . . . . . . . . . . ittt N/A
BODYFINISH . . . . . . . . White / Clear Alzak
WATTAGE . . . . oo e s 75W
DIMMER . . . . . oo Dimmable
DIMENSIONS . . . . . . . oo 6"W

BULB NOT INCLUDED 1x PAR30/Medium (E26)/75W/120V Halogen

OTHER BULB OPTIONS 1x BR30/Medium (E26)/120V Halogen

1x BR30/Medium (E26)/120V Incandescent
1x BR30/Medium (E26)/120V LED

1x PAR30S/Medium (E26)/120V LED

1x PAR38/Medium (E26)/120V Halogen

1x PAR38/Medium (E26)/120V LED

Technical Information

APERTURESIZE . . . . . . . . . oot 6.000"
APERTURE SHAPE . . . . . . . . . . . o it Round
CEILINGTYPE . . . . . . . oot Sloped
FUNCTION . . . . o o s e Downlight

Shown in white / clear alzak
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