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Recessed Line Voltage Trac Section
By Juno Lighting

BULB . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 48"L

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

Flanged, single-circuit aluminum trac sections for
recessing into plaster board or suspended grid
ceiling. Available in 4 and 8 foot sections in White
finish. 4 Foot: 43 7/8 inch actual length. 8 Foot: 91
7/8 inch actual length. For straight runs only. May
be cut to length by installer. Rated 20 amps at 120
volts. UL listed. For use with Juno Lighting Trac-
Master and Trac-Lites trac fixtures.

Shown in white

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=26000
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