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TL130 MR16 Trapezia 12V Track Fixture - Discontinued
By Juno Lighting

OTHER BULB OPTIONS . . . . . . . . . . . . . . 1 x MR16/GU5.3 (bipin)/12V LED

BULB NOT INCLUDED . . . . . . . . . . 1 x MR16/GU5.3 (bipin)/50W/12V Halogen

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9.5"L

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

TL130 Trapezia MR16 Track Fixture suspends the
MR16 lamp down from the track with the grace of
a trapeze artist. Slender tubes conceal lamp lead
wires feeding into an elegantly sculpted die-cast
lamp housing. The light airy appearance is great
for display, exhibition and gallery lighting. The
downward reach can make pendant mounting of
trac unnecessary. Features 90 degree vertical
aiming capability and 358 degree rotation. May
be used with up to two 2 inch accessories and/or
barn doors simultaneously with the Accessory
Holder, sold separately. One 50 watt, 12 volt MR16
bulb with covered glass lens is required, but not
included. A lensed MR16 is required except when
combined with the 2 inch accessories. UL listed.
Compatible with Juno Lighting Trac 12 and Trac
12/25 low voltage track systems. Note: This is a
discontinued model and limited to quantity on
hand.

Shown in black

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=26459
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