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Trac 12 Miniature Low Voltage Track 
By Juno Lighting

BULB . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . 20.63"L x 0.75"W x 0.38"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

Trac 12 low voltage track is an ultra-miniature
single-circuit track. Finish available in White or
Black. Features extruded ABS/polycarbonate for
maximum strength and heat resistance. Each
trac section is supplied with an integral terminal
block feed/straight connector and is compatible
with right-angle, adjustable joiner and conduit/J-
box mounting accessories. Available in 2, 4 and 8
foot sections. Standard lengths may be cut-to-
length in the field. Two 12 gauge solid copper
conductors, rated 20 amps at 12 or 24 volts. Note:
Required 12 or 24 volt step down transformer,
power feed, and optional mounting accessories
sold separately.

Shown in black
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