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Trac-Master 2-Circuit Track 120V
By Juno Lighting

BULB . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . 43.88"L x 1.38"W x 0.81"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

TU Trac-Master 2-Circuit low-profile trac sections
for surface or pendant mounting. Provides two
separate 20-amp circuits from a single electrical
feed, or one 20-amp circuit controlled by two
switches. I-beam cross section provides added
strength and rigidity in pendant suspended
applications. Features an extruded aluminum I-
beam channel, one-piece thermoplastic insulator,
injection molded polycarbonate dead-end with
set screw. Available in a 4 foot (43.88 inch), 6 foot
(67.88 inch) and 8 foot (91.88 inch) lengths.
Compatible with Juno Lighting Trac-Master
lampholders.

Shown in white

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=26761
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