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Mini-Signal Freejack Pendant
By Visual Comfort Architectural

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

BULB NOT INCLUDED . . . . . . . . . . . . . 1 x MR16/GU5.3 (bipin)/7W/12V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4.1"W x 8"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Grey

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Gold

Specifications

Description

Mini-Signal Freejack Pendant is inspired by
vintage automobile styling of the 1940s. Features
a spun metal outer shade with rubbberized paint
in White or Grey and interior metallic paint
finishes. Finish in Satin Nickel. Compatible for use
with 1-circuit and 2-circuit Monorail track systems
or Freejack canopy. Halogen: One 50 watt, 12 volt
GU5.3 MR16 halogen lamp is required, but not
included. LED: Includes 12 volt, 8 watt GU5.3 MR16
3000K LED. Supplied with six feet of field-
cuttable suspension cable and a Freejack
connector. Freejack canopy required if used as a
monopoint, sold separately. LED canopy
compatible with both halogen and LED lamp
options. Dimmer type dependent on system
transformer (low voltage magnetic or electronic).

Shown in white / gold

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=333346&option_id=333310
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