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Mini-Signal Monopoint Pendant
By Visual Comfort Architectural

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 95 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 25000 hours

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

BULB INCLUDED . . . . . . . . . . . . . . . 1 x MR16/GU5.3 (bipin)/8W/12V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4.1"W x 8"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Gold

Specifications

Description

The sleek and minimalist Mini-Signal Monopoint
Pendant is available with a rubberized spun
metal White or Grey outer shade with a metallic
Blue, Gold, Copper, or Platinum interior available
in two different lamp options. Pendant includes
six feet of field adjustable suspension cable and a
4 inch round flush canopy in Satin Nickel finish.
Halogen: One 50 watt max 12 volt MR16 GU5.3
base bulb is required, but not included. LED: One
8 watt 12 volt GU5.3 base LED bulb is included. 4.1
inch width x 8 inch height x 80 inch maximum
length.

Shown in white / gold

CLICK TO VIEW PRODUCT

Notes:
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