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Snap System 2 Inch 10-36Deg Linear Spread Accessory
By Soraa

BULB . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 2"W x 0.08"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

Snap System LED MR16 or PAR20 2 Inch Linear
Spread Accessory is for use in wall wash
applications and illuminating asymmetric
objects. Reduces spill illumination of target
objects. 10 to 36 degree beam angle. Features
integral magnet which automatically self centers
accessory without fasteners or tools. Works in
unventilated fully sealed fixtures. 1.96 inch
diameter x .08 inch thick. Compatible with 10
degree Soraa LED MR16 lamps, sold separately.

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=357270
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