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Endurance Hawk Outdoor Wall =
o

By WAC Lighting

Description

Endurance Hawk Outdoor Wall features a die cast

aluminum factory sealed housing available in —

Architectural White, Architectural Graphite or
Architectural Bronze finish. 20 degree forward
throw illumination. Built-in level for easy
adjustment. Integral driver. Universal voltage
input 120V-277V. Equivalent to a 39 watt HID.
Dimmable to 15 percent with electronic low
voltage dimmer (120 volt only), or to 30 percent
with a 0-10V dimmer, sold separately. 100,000
hour average lamp life. Total harmonic distortion
35 percent. Photo and motion sensor available,
sold separately. Available with 19 or 25 watt
options.

Specifications

COLOR . . v ettt e e N/A
BODY FINISH . . . . . o o White
WATTAGE . . . . oo e s 19w
DIMMER . . . . . . Low Voltage Electronic
DIMENSIONS . . . . . . . . . 8.25"W X 4.4"H x 8.4"D
INTEGRATED LEDMODULE . . . . . . . . . . . . . ... 1x LED/19W/120V LED
COUNTRYOFORIGIN . . . . oo oo e e e China

Technical Information

LAMPLIFE . . . . . . .. 100000 hours
COLORRENDERING . . . . . . ... .. oo 85 CRI
LAMPCOLOR . . . . . . . ... 3000K
LUMENS/WATT . . . . . Lo e 70.79
LUMINOUS FLUX . . . . . . . . oo oo 1345 lumens

Shown in white
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