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Line Voltage 178 H/J/L Universal Track Head 120V
By WAC Lighting

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

1 x PAR20/Medium (E26)/50W/120V Halogen

1 x BR30/Medium (E26)/75W/120V Halogen

1 x BR40/Medium (E26)/8W/120V LED

1 x BR30/Medium (E26)/8W/120V LED

1 x BR20/Medium (E26)/8W/120V LED

OTHER BULB OPTIONS . . . . . . . 1 x PAR30/Medium (E26)/75W/120V Halogen

BULB NOT INCLUDED . . . . . . . . 1 x PAR38/Medium (E26)/150W/120V Halogen

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . 4"L x 1.75"W x 2"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard 120V

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 150W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

178 Line Voltage Track Head features metal
construction with die-cast locking knob for
aiming and polycarbonate track adapter. 350
degree horizontal rotation and 90 degree vertical
aiming. Accepts one lens with the use of a lens
clip. Barn door accessory available, sold
separately. UL listed. Choice of H, J, or L Track
System compatibility. Compatibility:L: WAC L
Series and Lightolier Lytespan 120 volt single
circuit track (Lightolier track by others) J: WAC J
Series single circuit track and Juno 120 volt single
circuit and two circuit track systemsH: WAC H
Series and Halo 120 volt single circuit line voltage
track system (Halo track by others)

Shown in white
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Notes:
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