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Line Voltage 703 H/J/L Track Head 120V
By WAC Lighting

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

BULB NOT INCLUDED . . . . . . . . 1 x PAR30/Medium (E26)/100W/120V Halogen

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . 9"L x 4.4"W x 6.6"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard 120V

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 100W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

730 Track Head features a White or Black finish
with a Phenolic baffle to prevent glare. Fully
enclosed back prevents light leak. 350 degree
horizontal rotation and 90 degree vertical aiming.
5 year WAC Lighting product warranty. UL listed.
Choice of H, J, or L Track System compatibility.
Compatibility:L: WAC L Series and Lightolier
Lytespan 120 volt single circuit track (Lightolier
track by others) J: WAC J Series single circuit
track and Juno 120 volt single circuit and two
circuit track systemsH: WAC H Series and Halo 120
volt single circuit line voltage track system (Halo
track by others)

Shown in white

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=374905
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