
Line Voltage 765 H/J/L Gimbal Track Head 120V
S PE C  # WAC375012

B R A N D WAC Lighting

D E S C R I PT I O N

Line Voltage Gimbal Track Head is made of formed
metal with powder coat finish in Black, Brushed
Nickel, or White with a polycarbonate track
adapter. Features a double yoke design for easy
aiming. 350 degree horizontal rotation and 90
degree vertical tilt. Easily re-lamped from the front
without the use of tools. Open back design for an
industrial look. UL listed. Choice of H, J, or L Track
System compatibility.Compatibility:L: WAC L Series
and Lightolier Lytespan 120 volt single circuit track
(Lightolier track by others) J: WAC J Series single
circuit track and Juno 120 volt single circuit and
two circuit track systemsH: WAC H Series and Halo
120 volt single circuit line voltage track system
(Halo track by others)

S h ow n  i n :  B l a c k

S H A D E  C O L O R N/A

B O DY  F I N I S H Black

WAT TA G E 150W

D I M M E R Standard 120V

D I M E N S I O N S 10"L x 6"W x 6.6"H

B U L B  N O T  I N C L U D E D

L A M P 1 x PAR38/Medium (E26)/150W/120V Halogen

1 x PAR38/Medium (E26)/120V LED

1 x BR40/Medium (E26)/120V LED

S P E C  # WAC375012
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https://www.lightology.com/
https://www.lightology.com/index.php?module=prod_detail&prod_id=23971&option_id=375012
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