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Saluti Medium Fast Jack Pendant - Floor Model
By PureEdge Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 167 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 75.91

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 85 CRI

PRODUCT DIMENSIONS . . . . . . . . . . . . . Maximum Overall Height: 89.5"

Technical Information

BULB INCLUDED . . . . . . . . . . . . . . . . . . . . . 1 x LED/2.2W/12V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4"W x 5.5"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.2W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Satin Nickel

SHADE COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Clear

Specifications

Description

Fast Jack Medium Saluti Pendant features a
clean, contemporary profile made of glass. Glass
available in Cristallo or Gray with cables and
hardware in Satin Nickel finish. Includes 2.2 watt
LED (equivalent to a 10 watt halogen), 2700K
color temperature, 85CRI, 76 lumens per watt/167
total lumens, seven feet of field-cuttable
suspension cable and a Fast Jack connector.
Dimmable with magnetic or electronic low
voltage dimmer, depending on transformer used.
Canopy required if used as a monopoint, sold
separately. NOTE: This is a discontinued model
and limited to quantity on hand.

Shown in satin nickel / clear
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