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LEDme 1IN Round Downlight / Housing / Transformer
By WAC Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 275 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 68.75

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3500K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 85 CRI

BEAM ANGLE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 35°

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 80000 hours

FUNCTION . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Downlight

CEILING TYPE . . . . . . . . . . . . . . . . . . . . . . . . . Drywall with Trim

HOUSING TYPE . . . . . . . . . . . . . . . . . . . . . . . New construction IC

HOUSING HEIGHT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3.5"

APERTURE SHAPE . . . . . . . . . . . . . . . . . . . . . . . . . . . Round

APERTURE SIZE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.000"

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/4W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . 24.5"W x 3.13"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

REFLECTOR/BAFFLE COLOR . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

LEDme 1 inch IC Recessed Housing with Trim is available with
a White, Gunmetal, or Brushed Nickel trim. One 4 watt 120
volt LED module is included. Choice of 2700K, 3000K, 3500K,
or 4500K color temperature. Narrow flood beam spread. 1 inch
aperture x 2.75 inch overall width x 3.13 inch housing height.
Suitable for direct contact with insulation. Sold as new
construction housing with included trim, may be
reconfigured in the field to remodel housing. 2.5 inch cutout,
use standard hole saw. Less than 0.06 inch thick, super low
profile die-cast aluminum trim. Dimmable to 10% with low-
voltage electronic dimmers. Seven knockouts and four Romex
style wiring connectors provided for ease of installation. Rated
for branch wiring. Integral electronic driver, 120VAC/60Hz
input. 5 year WAC Lighting product warranty. UL listed. Shown in white
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