
Low Voltage 1-Light Multiple Spot Flanged Trim
S PE C  # WAC379042

B R A N D WAC Lighting

D E S C R I PT I O N

Low Voltage Multiple Spot Series 1-Light Spot is a
metal stamped square single light gimbal ring
style recessed fixture with a flanged trim or
invisible trim option. Invisible Trim is designed to
sit flush with the ceiling for a clean, architectural
look. Features 25 degree vertical adjustment and
350 degree horizontal rotation. Includes a clear
glass lens. Available with LED or halogen lamp
options. LED option includes a 12 volt GU5.3 MR16
lamp. Halogen option requires a 12 volt, up to 50
watt max GU5.3 MR16 lamp, but is not included. A
complete fixture includes a housing and trim, sold
separately.

S h ow n  i n :  W h i te

T R I M  C O L O R N/A

B O DY  F I N I S H White

WAT TA G E 7W

D I M M E R Low Voltage Electronic

D I M E N S I O N S 6"W x 0.25"H x 6"D

B U L B  N O T  I N C L U D E D

L A M P 1 x MR16/GU5.3 (bipin)/7W/12V LED

Technical Information

F U N C T I O N Adjustable Accent

C E I L I N G  T Y P E Drywall with Trim

A P E R T U R E  S H A P E Square

A P E R T U R E  S I Z E 6.000"

S P E C  # WAC379042

C O M PA N Y P R O J E C T F I XT U R E  T Y P E A P P R O V E D  B Y D AT E

L I G H T O L O G Y. C O M  |  R U S H Q U O T E S @ L I G H T O L O G Y. C O M M a y  0 3 ,  2 0 2 4  |  1 . 8 6 6 . 9 5 4 . 4 4 8 9

https://www.lightology.com/
https://www.lightology.com/index.php?module=prod_detail&prod_id=379042
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