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3-Light Multiple Spot Flanged Trim - Overstock
By WAC Lighting

OTHER BULB OPTIONS . . . . . . . . . . . . . . 1 x MR16/GU5.3 (bipin)/12V LED

BULB NOT INCLUDED . . . . . . . . . . 3 x MR16/GU5.3 (bipin)/50W/12V Halogen

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . 14"W x 0.25"H x 6"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 150W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

REFLECTOR/BAFFLE COLOR . . . . . . . . . . . . . . . . . . . . . . . Black

Specifications

Description

Low Voltage Multiple Spot Series 3-Light Halogen
Spot is a metal stamped square light gimbal ring
style recessed fixture with a flanged trim.
Available with a white flange and black reflector.
Features 25 degree vertical adjustment and 350
degree horizontal rotation. Includes three clear
glass lenses. Requires three 12 volt, up to 50 watt
max GU5.3 MR16 lamps, but are not included.
Note: A complete fixture requires a housing and
trim, sold separately.

Shown in white / black

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=379048
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