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TL214 1.5 W 12V LED Module
By Juno Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . . 52 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 34.67

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/1.5W/12V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . 2"L x 0.9"W x 0.4"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.5W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

Specifications

Description

TL214 1.5W 12V LED miniature linear lighting
module approximates the lumen output and
light distribution of 5 to 10 watt xenon lamps,
using a fraction of the energy. Available with
choice of 2700K, 3000K, 3500K, or 4000K color
temperature, 90CRI, in a 1.5 watt option. Modules
can be placed anywhere along the track.
Constructed of polycarbonate and lightly diffused
lens. Fully dimmable. Compatible with all Juno
12V AC magnetic remote transformers and all 12V
AC TL601 or TL602 electronic drivers. UL listed. 5
year warranty. For use with Juno Lighting Trac 12
and Trac 12/25 low voltage trac systems.

Shown in white
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