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FJ 12V Bubble Ball LED Pendant
By PureEdge Lighting

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 80 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

Technical Information

BULB INCLUDED . . . . . . . . . . . . . . . . . . . . . 1 x LED/1.5W/12V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . 120"L x 3.93"W x 3.93"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.5W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Satin Nickel

SHADE COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Clear

Specifications

Description

Fast Jack LED Bubble Ball features cool-to-the-
touch bubble glass available in Clear with finish in
Satin Nickel. Includes field cuttable suspension
cable in 10 or 20 foot length and a Fast Jack heavy
duty male connector (FJ-MCH). Order fixture
based on longest desired cable length.
Compatible with PureEdge Lighting 1-circuit
Monorail, Fast Jack single or multi-port canopy, or
Vanishing Point. Dimmer type dependent on
system transformer. Note: Fast Jack canopy
required for use as a monopoint, sold separately. Shown in satin nickel / clear

CLICK TO VIEW PRODUCT

Notes:
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