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HL-210 BDS Steplight With Cross Guard
By Hevi Lite

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . United States

BULB INCLUDED . . . . . . . . . . . . . . . 1 x T3/G4 (bipin)/50W/12V Halogen

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 4.75"W x 4"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Magnetic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Brass

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Bronze

Specifications

Description

HL-210 BDS Steplight with cross guard is a round
specification grade fixture with a machined cross
guard to protect the lens and fixture. Available in
machined aluminum, machined stainless steel,
and machined brass. Finish available in satin
aluminum, black, bronze, white, or natural
stainless steel. Available in a 12 volt halogen or 120
volt xenon lamping option. One 50 watt, 12 volt, T3
G4 halogen lamp, or 35 watt, 120 volt, T3 G4 xenon
lamp, included. The 12 volt halogen fixture
requires a transformer, sold separately. ETL listed.
Suitable for wet/damp/dry locations.

Shown in aluminum / satin aluminum
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Notes:
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