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Manual Series 12V Landscape Transformer
By Kichler

BULB . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . 13.5"L x 4.5"W x 5.2"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 300W

BODY FINISH . . . . . . . . . . . . . . . . . . . Textured Architectural Bronze

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

Manual Series Low Voltage Landscape
Transformer is the ideal solution when on/off
switching is desired at the transformer and
nowhere else. Epoxy encapsulate for greater
protection and performance. In-line secondary
thermal or magnetic breaker protects against
short circuiting. Auto-reset in-line primary
overload protection. Timers and photocells are
not offered as options for this unit. 10 year
manufacturer limited warranty. ETL listed for wet
locations. This unit is not approved for use with
fixtures placed in ponds or landscape water
features. For exterior use only. Output voltage
taps 12V for 100W-200W, 12/13/15V for 300W.

Shown in textured architectural bronze
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Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=423041
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