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In Ground 12V Landscape Transformer
By Kichler

BULB . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . 13"L x 9.5"W x 9.5"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 100W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

In Ground Transformer features 2 sets of 4 taps- 8
total taps. Able to be installed in concrete, gravel,
or dirt. Durable material to hold up with ground
shifts. Multiple ports for easy installation and wire
routing. Can be controlled with remote photocell
and/or timer. ETL listed for wet locations. Output
voltage taps 12/13/14/15 Volts.

Shown in black

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=423043

	Project 1: 
	Company 1: 
	Location 1: 
	FixtureType 1: 
	ApprovedOn 1: 
	ApprovedBy 1: 


