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In Ground 15V Landscape Transformer
By Kichler

BULB . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . 9.5"W x 13.25"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . Not Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 100W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The In-Ground Transformer reduces standard
120V line voltage to a 15V output, making it
perfect for low voltage landscape lighting
systems up to 300 watts. Built with a durable
water-tight housing, the in-ground transformer is
made for direct burial.Features two 15V taps and
one common for multiple runs from one
transformer. 25 amp circuit breaker prevents
overload. Not dimmable. Generally, the total lamp
load should not be less than one-third the
transformers wattage rating. Shown in black

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=423043
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