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ME-007 Single Spot Light
By WAC Lighting

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

BULB NOT INCLUDED . . . . . . . . . . . . . 1 x MR16/GU5.3 (bipin)/7W/12V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . 2.25"W x 6.5"H x 4.25"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Clear

Specifications

Description

ME-007 Single Spot Light is made of die-cast
aluminum available in Black, or White. Two
lamping options. Engineered with an integral
transformer and designed for mounting to walls
or ceilings. Features 350 degree horizontal
rotation and 90 degree vertical aiming. Aiming
screws on each side of fixture allow for locking
fixture aiming angle. LED: One 8 watt 12 volt MR16
GU5.3 3000K, 85CRI, 450 lumen output LED bulb
is included. HAL: One 50 watt max 12 volt MR16
GU5.3 halogen bulb is required, but not included.
Includes 60 watt 12 volt electronic transformer
with auto reset, soft start, and short circuit
protection features. Supplied with tempered clear
glass lens. 2.25 inch diameter x 4.25 inch depth x
6.5 inch height. UL listed.

Shown in black / clear

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=228103&option_id=424110
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