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809 H/J/L Halogen Track Head 12V
By WAC Lighting

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

BULB NOT INCLUDED . . . . . . . . . . 1 x MR16/GU5.3 (bipin)/50W/12V Halogen

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . 6"L x 2.4"W x 3.1"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

809 Halogen Track Head offers style for a
multitude of lighting applications. Features a
swivel yoke for easy aiming, 350 degree horizontal
rotation, 90 degree vertical tilt, and a mesh back
vent for heat dissipation. Integral electronic
transformer. Clear lens included. Choice of H, J, or
L Track System compatibility.Compatibility:L:
WAC L Series and Lightolier Lytespan 120 volt
single circuit track (Lightolier track by others) J:
WAC J Series single circuit track and Juno 120 volt
single circuit and two circuit track systemsH:
WAC H Series and Halo 120 volt single circuit line
voltage track system (Halo track by others)

Shown in black

CLICK TO VIEW PRODUCT

Notes:
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