
lightology.com
866-954-4489

06-18-25

Project:

Company:

Location: Fixture Type:

SPEC #: HAD455797

Approved On: Approved By:

BU3 Composite Bullyte Accent Light
By Hadco by Signify

BULB NOT INCLUDED . . . . . . . . 1 x PAR30/Medium (E26)/75W/120V Halogen

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 5.3"W x 9.5"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard 120V

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 75W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

BU3 Bullyte Accent Light is made of Ultem high
performance polymer composite in Black finish.
Features fully adjustable swivel arm with
vibration-proof locking teeth. Silicone gasketing
and Stainless Steel 300 series fasteners. Clear
tempered glass affixed at 10 degree angle for
natural cleaning. Includes .5 inch NPS male
threads to screw onto accessory mounting stake
or junction box, sold separately. Optional
mounting and optical accessories sold separately.

Shown in black

CLICK TO VIEW PRODUCT

Notes:
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