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96 Watt 24V Constant Voltage LED Driver
By National Specialty Lighting

BULB NOT INCLUDED . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . 6.77"W x 1.26"H x 2.67"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The 96 Watt 24 Volt DC Class 2 Dimmable
Constant Voltage LED driver can dim LED light
output ranging from 100 to 0 percent. Encased in
a super compact aluminum enclosure that
includes two knock-outs to enable easy
installation, making it the perfect choice for
under cabinet lights and various LED fixture
installations. Includes auto reset, over current and
short circuit protection. Two clamp connectors
included. Dimmable with standard MLV/
Incandescent TRIAC-(Leading edge) dimmers,
sold separately. UL listed. IP67 rated for wet
locations. Note: When installing driver outside (2)
of of the strain relief accessories will be required.

Shown in black

CLICK TO VIEW PRODUCT

Notes:
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