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Oxford Mini Pendant
By Kuzco Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 1197 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 133.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . 1 x LED/9W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5"W x 3"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . Brushed Nickel

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Frosted

Specifications

Description

The Oxford Mini Pendant features heavy-gauged
cast aluminum outer casting and a visible black
heat sink from two decorative openings around
the outer casing and from the bottom of the
pendant. Canopy: 4.75 inch diameter.

Shown in brushed nickel / frosted

CLICK TO VIEW PRODUCT

Notes:
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