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DMX 1-Zone RGB + RGBW Touch Controller
By PureEdge Lighting

BULB . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . 2.9"W x 4.27"H x 1.16"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The CDMX1-RGBW full touch controller offers fast
and accurate color tone adjustment and
independent brightness control. The 1 zone
controller can adjust RGB and RGBW LEDs
smoothly and accurately. Independent smooth
dimming of each channel enables the controller
to achieve millions of colors. For indoor
applications only. Includes adapter to operate the
controller. Fits in a single gang junction box - not
to be used with a multi gang box. Power Input:
120-277VAC. Output Signal: USITT DMX 512 (1990).
Required power supply sold separately.

Shown in white

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=476560
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