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Rebel Fast Jack Head
By PureEdge Lighting

BULB NOT INCLUDED . . . . . . . . . . . . . 1 x MR16/GU5.3 (bipin)/9W/12V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . 1"L x 2.25"W x 3.71"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Satin Nickel

SHADE COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

Rebel Fast Jack Head features a 360 degree
rotation and tilts 90 degrees, performing as either
an accent light or a stylish down light. Maximum
9 watt, 12 volt MR16 GU5.3 base LED is required,
but not included. Includes Fast Jack connector.
Mounts to a Monorail 1-circuit connector or Fast
Jack canopy, sold separately. Optional hexcell
louver, glass lenses or snoot accessory sold
separately. ETL listed. Suitable for dry or damp
locations. Fast Jack canopy required for use as a
monopoint, sold separately. Shown in satin nickel
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Notes:
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