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Scope Fast Jack Head - Discontinued Finish
By PureEdge Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 360 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 38.71

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 92 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/9.3W/12V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4"L x 2.24"W

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9.3W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . Polished Nickel

SHADE COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

Fast Jack Scope LED Head is a flat-back cylinder
fixture, featuring a rotating lens to modify the
beam diameter from 20 degree spot to 50 degree
flood while the fixture is lit. Tilts 90 degrees
vertically and rotates 360 degrees. Includes a 9.3
watt, 12 volt 3000K LED module. Maximum
Designed for use with Monorail or 12 volt Fast
Jack Port sold separately. Fixture includes a 5 year
warranty. ETL listed. Dimming type dependent on
system transformer. Note: Polished Nickel finish is
discontinued and limited to quantity on hand. Shown in polished nickel
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