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Maestro Multi-Location Switch with Occupancy Sensor
By Lutron

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

BULB . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.6"W x 4.2"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . Gloss Almond

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

Maestro Multi-Location Switch with Occupancy
Sensor is available in Glossy and Satin finishes.
Glossy finishes are: Almond, Black, Grey, Ivory,
Light Almond, and White. Satin finishes are:
Biscuit, Eggshell, Snow, and Taupe. Features an
adjustable timeout of 1, 5, 15, or 30 minutes. The
occupancy/vacancy sensor can be easily
programmed to work as a manual-on sensor. 180
degree filed of view. May be used in a multi-
location system with up to nine Maestro
companion switches, sold separately. For use with
incandescent/halogen, magnetic low-voltage,
electronic low-voltage, and non-dimmable
fluorescent lamping. For lighting loads up to 5
amps. May also be used for general purpose fans
up to 3 amps. For use with designer style wall
plates, sold separately. 1.6 inch width x 4.2 inch
height. UL listed.

Shown in gloss white

CLICK TO VIEW PRODUCT

Notes:
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