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J6RL 6IN Warm Dim 600 Lumen Retrofit Downlight Trim
By Juno Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 600 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . 3000K Warm Dim

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

FUNCTION . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Downlight

CEILING TYPE . . . . . . . . . . . . . . . . . . . . . . . . . Drywall with Trim

APERTURE SHAPE . . . . . . . . . . . . . . . . . . . . . . . . . . . Round

APERTURE SIZE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5.250"

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/12W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . 7.63"W x 4.63"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 12W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . White / Haze

REFLECTOR/BAFFLE COLOR . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The 6 Inch 600 Lumen WarmDim Retrofit LED Trim module
with patented WarmDim technology offers the warmth of
incandescent dimming while providing a fast, economical
way to upgrade existing 6-inch housings to energy-efficient
LED illumination. Available in a variety of finish and cone or
baffle options with 3000K color temperature at full lumen
output. Produces 600 lumens of brilliant LED light from less
than 12 watt input. Comparable light output to a 65 watt BR30
incandescent. These all-in-one modules (including LED and
driver) are IC-rated, enabling them to be installed in housings
covered with insulation. Energy Star. UL listed. Suitable for
damp locations. Compatible with most 6 inch recessed
housings with medium base sockets measuring 5.25 inch
high with an inside diameter between 6 and 6.75 inch, or Juno
IC23-LEDT24 and IC23R-LEDT24 quick connect recessed
housings, sold separately. Dimmable with most standard
incandescent or electronic low voltage dimmers. Note: E26
screw base adapter not included

Shown in white / haze
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