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Aculux FMA3 3IN RD Flush Mount Drywall Ceiling Adapter
By Juno Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . 2000 lumens

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 80 CRI

BEAM ANGLE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 24°

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

CEILING TYPE . . . . . . . . . . . . . . . . . . . . . . . . . Drywall with Trim

HOUSING TYPE . . . . . . . . . . . . . . . . . . . Chicago plenum approved

HOUSING HEIGHT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6"

Technical Information

BULB . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3.25"W

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

REFLECTOR/BAFFLE COLOR . . . . . . . . . . . . . . . . . . . . . . . White

Specifications

Description

The FMA3 Aculux round flush mount adapter is
intended to be used only with 3.25 inch Aculux
new construction housings and corresponding
flush mount trims. For best results, use Aculux
flush mount adapters with new, unpainted,
paper-faced gypsum board only. Use of these
adapters with other ceiling materials is not
recommended. 3.25 inch diameter.

Shown in white

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=540202

	Project 1: 
	Company 1: 
	Location 1: 
	FixtureType 1: 
	ApprovedOn 1: 
	ApprovedBy 1: 


