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Single / 3-Way Switch with Occupancy Sensor
By Legrand Radiant

BULB . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . 1.69"W x 2.63"H x 1.88"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Radiant Single Pole 2-Wire 3-Way Occupancy
Sensor features low profile styling with uniform
color matched lens and device. Works with most
common residential lighting types including
incandescent, LED, fluorescent (CFL), magnetic
low voltage, and electronic low voltage. Lighted
switch for visibility in darkened rooms. Automatic-
ON, Manual-ON, and Selectable Auto/Manual-ON.
Adjustable time delay of 30 seconds to 30
minutes. Coverage: 180 degrees (max 600 sq ft).
Includes one occupancy sensor with trim pieces
in White, Ivory and Light Almond. UL listed. NOTE:
RADIANT SCREWLESS WALL PLATE SOLD
SEPARATELY.

Shown in white

CLICK TO VIEW PRODUCT

Notes:
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