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1014 Exterminator II Monopoint
By WAC Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 1035 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 79.62

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 85 CRI

BEAM SPREAD . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Flood

BEAM ANGLE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 37°

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 100000 hours

PRODUCT DIMENSIONS . . . . . . . . . . . . . . . . . . Canopy: 4.5" diameter

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . 1 x LED/13W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 4.5"W x 4.1"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 13W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . Brushed Nickel

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Clear

Specifications

Description

1014 Exterminator II Monopoint is a museum-
quality LED luminaire with high performance
optics. Available with a Black, White, or Brushed
Nickel finish. 360 degree horizontal rotation and
180 degree vertical aiming. Choice of 2700K,
3000K, 3500K, or 4000K color temperature; 85 or
90 CRI. Dimmable to 1% with low-voltage
electronic dimmers. Can be mounted on ceiling
or wall in all orientations. Note: 90CRI option is
only available in 2700K and 3000K.

Shown in brushed nickel / clear
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