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Impulse 810 Monopoint
By WAC Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 765 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 54.64

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

BEAM ANGLE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 40°

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 60000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/14W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . 3.6"L x 4.5"W x 7.5"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 14W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

Impulse 810 85CRI or 90CRI Flood Beam
Monopoint is made of die-cast aluminum with a
White, Dark Bronze, or Black finish. Can be wall or
ceiling mounted. 360 degree horizontal rotation
and 180 degree vertical aiming. Integrated 14 watt
120 volt 20 degree spot or 40 degree flood beam
LED light source. Choice of 2700K, 3000K, 3500K,
or 4000K color temperature. Dimmable to 10%
with low-voltage electronic dimmers. 4.5 inch
canopy width x 7.5 inch height x 3.6 inch head
length. ETL listed. Shown in white
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