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Quad 12V Path Light
By WAC Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 100 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 33.33

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

BEAM SPREAD . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Flood

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 60000 hours

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . . 1 x LED/3W/12V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3.5"W x 23"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Bronze

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Clear

Specifications

Description

The Quad 12V Path Light features a sleek linear
design which blends seamlessly into pathways
while providing soft, even illumination. Die cast
corrosion resistant aluminum with an IP66 rating
to protect against powerful water jets. Mounting
stake, 6 foot lead wire, and direct burial gel filled
wire nuts are included.  Note: Required low
voltage magnetic transformer and optional
accessories sold separately.

Shown in bronze / clear
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