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Silo X10 H/J/L Track Head 120V
By WAC Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 790 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 79.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

BEAM SPREAD . . . . . . . . . . . . . . . . . . . . . . . . . . . Adjustable

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 60000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/10W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . 7.18"L x 2"W x 5"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 10W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . Brushed Nickel

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

LED2010 Silo X10 Track Head offers superior light
output in a small, sleek design. 350 degree
horizontal and 90 degree vertical aiming.
Available with a Dark Bronze, White, Black,
Brushed Brass, or Brushed Nickel finish. Dims to
5% with low-voltage electronic dimmers. UL
listed. Energy Star. Choice of H, J, or L Track
System compatibility.Compatibility:L: WAC L
Series and Lightolier Lytespan 120 volt single
circuit track (Lightolier track by others) J: WAC J
Series single circuit track and Juno 120 volt single
circuit and two circuit track systemsH: WAC H
Series and Halo 120 volt single circuit line voltage
track system (Halo track by others)

Shown in brushed nickel
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