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Ocularc 3IN Round Downlight Trim
By WAC Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 895 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 81.36

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

BEAM ANGLE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 15°

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

FUNCTION . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Downlight

CEILING TYPE . . . . . . . . . . . . . . . . . . . . . . . . . Drywall with Trim

APERTURE SHAPE . . . . . . . . . . . . . . . . . . . . . . . . . . . Round

APERTURE SIZE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3.000"

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/11W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 4.75"W x 4"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 11W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . Brushed Nickel

REFLECTOR/BAFFLE COLOR . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

Ocularc 3 Inch Round Downlight Trim is made of
die-cast aluminum and is designed to fit in tight
plenum spaces. Compatible with ceiling
thickness of 0.5-1 inches. IC Rated: suitable for
direct contact with insulation. Choice of 2700K
Warm White or 3000K Pure White color
temperature. See housing for dimming options.
ETL listed for wet locations. A complete fixture
requires a trim and housing, sold separately.

Notes:

https://www.lightology.com/

	Project 1: 
	Company 1: 
	Location 1: 
	FixtureType 1: 
	ApprovedOn 1: 
	ApprovedBy 1: 


