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120V LED210 Vertical Step / Wall Light
By WAC Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . . 4 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.14

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/3.5W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . 3.13"W x 5"H x 0.6"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3.5W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

120V LED210 Vertical Step / Wall Light is designed
for safety and style on stairways, patios, decks,
balconies, walkways and building perimeters.
Energy efficient for long-lasting indoor and
outdoor lighting solutions. Creates an attractive,
romantic impression at night. Magnetized design
for easy installation and maintenance. Offered
with 3000K or Amber color temperature options.
One 3.5 watt 120 volt LED module is included.
Direct wiring, no remote driver needed. Fits into a
switch box or 2X4 inch junction box with
minimum inside dimensions of 3 inch x 2 inch x
2.5 inch depth.Available in powder coat Black,
White or Bronze, or plated Brushed Nickel finish.
Brushed Nickel finish for interior use only.

Shown in black

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=589579&option_id=589583

	Project 1: 
	Company 1: 
	Location 1: 
	FixtureType 1: 
	ApprovedOn 1: 
	ApprovedBy 1: 


