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Volta 4.5IN RD Invisible Non-IC Chicago Plenum Housing
By WAC Lighting

CEILING TYPE . . . . . . . . . . . . . . . . . . . . . . . Drywall Trimless/Flush

HOUSING TYPE . . . . . . . . . . . . . . . . . . . Chicago plenum approved

HOUSING HEIGHT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7"

APERTURE SHAPE . . . . . . . . . . . . . . . . . . . . . . . . . . . Round

APERTURE SIZE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8.000"

Technical Information

BULB NOT INCLUDED . . . . . . . . . . . . . . . . . . . 1 x LED/36W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . 13.13"W x 6.65"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 36W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Aluminum

REFLECTOR/BAFFLE COLOR . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

Volta 4.5 Inch Round Invisible Trim Non-IC New
Construction Chicago Plenum Downlight
Housing is available with a 36 watt power output.
LED module included with trim. Choice of default
low-voltage electronic/0-10V dimming driver or
Lutron Hi-Lume driver. New construction
housings include universal mounting brackets
and hanger bars. 5.1 inch diameter ceiling cutout.
Volta 4.5 inch round invisible trim required, not
included. 5 year WAC Lighting product warranty.
ETL listed, Non-IC Rated, Airtight. Chicago
Plenum approved.

Shown in aluminum

CLICK TO VIEW PRODUCT
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