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Oslo Linear Pendant
By Generation Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 800 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 86.02

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 25000 hours

PRODUCT DIMENSIONS . . . . . . . . . . Downrods: Two 6" and Six 12" Included

Technical Information

BULB INCLUDED . . . . . . . . . . . . . . 3 x A19/Medium (E26)/9.3W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . 25"L x 4"W x 9.5"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard 120V

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 27.9W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . Brushed Nickel

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Opal

Specifications

Description

The Oslo Linear Island Pendant brings a clean
simple look to your interior space. Slim cylinders
of Opal glass are complemented by a Brushed
Nickel, Bronze, Chrome or Midnight Black finish.
Available with Incandescent or LED lamping
options. Canopy: 11.875 inch x 4.5625 inch
rectangle. LED is Title 24 compliant. Damp
location rated. ETL listed.

Shown in brushed nickel / opal
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