
lightology.com
866-954-4489

02-26-26

Project:

Company:

Location: Fixture Type:

SPEC #: NSL601955

Approved On: Approved By:

Switchex 100W 24V Dimmer and Driver
By National Specialty Lighting

BULB . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . 2.1"W x 4.1"H x 1.4"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 100W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Switchex 100 watt 24 volt dimmer + driver
simplifies LED array lighting systems by
combining an in wall LED dimmer switch and
power supply into a single integrated unit.
Mounts in a standard in-wall switch box and
accepts 120VAC and converts to low voltage DC.
Single pole preset dimmer with on/off push
switch. Power failure memory. No minimum load.
No derating required when ganging units. 100 to
1 percent smooth dimming. Includes three
interchangeable face plates: Glossy White, Glossy
Light Almond and Glossy Dark Brown. Trim plates
sold separately. cUL listed. 2.1 inch width x 4.1 inch
height x 1.4 inch depth. Compatible with National
Specialty Lighting LED Tape Light, eStrip, Globe
Light, Hard Strip, Thin Star, Mini Star II and
Britestrip, sold separately.

Shown in white
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