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Maestro Occupancy Sensor LED+Dimmer
By Lutron

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

BULB . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . 2.94"W x 4.69"H x 1.13"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Gloss White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Maestro occupancy sensor LED+ dimmers
(formerly CL) features infrared sensors that
automatically control the lights in an area. The
Maestro LED+ LED dimmer combined a Maestro
LED+ dimmer with an occupancy sensor. Controls
up to 600 watts incandescent/halogen and 150
watts LED/CFL load types. Occupancy sensor can
be set to auto-on/auto-off or manual-on/auto off.
Adjustable timeout (1, 3, 5, 15 or 30 minutes and
high/low sensitivity adjustment. Single pole and
multi-location capability. Works with a single
standard 3-way switch or up to 9 companion
dimmers/switches (MA-R or MSC-AD). Designer
wall plate sold separately.

Shown in gloss white

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=60299
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