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Ace Freejack Head
By Visual Comfort Architectural

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 519 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 74.14

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

BEAM ANGLE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 40°

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

PRODUCT DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . Stem: 5"L

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . . 1 x LED/7W/12V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.9"W x 3.8"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . Natural Brass

SHADE COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Ace Freejack Head is a classic adjustable spot
head design and can pivot 90 degrees horizontal
to straight down. Compatible for use with 1-circuit
Monorail track system or Freejack canopy.
Integrated lens holder accommodates up to two
lenses and louvers, sold separately. Includes
Freejack connector. Freejack canopy required if
used as a monopoint, sold separately.

Shown in natural brass
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