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Ash Outdoor Wall Sconce with Clear Lens
By Visual Comfort Modern

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 300 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 37.50

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 70000 hours

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . . 1 x LED/8W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . 8"W x 6.5"H x 9.9"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Bronze

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Clear

Specifications

Description

The Ash Outdoor Wall Sconce with Clear Lens is a
modern take on the classic industrial style light
fixture. It features a sleek metal shade and clear
dome diffuser, ideal for spreading clean ambient
light. Its die-cast aluminum construction, powder
coat finish, and impact-resistant UV-stabilized
acrylic lensing ensure durability against harsh
outdoor elements. The light is an energy-efficient
integrated LED module, and a universal 120-277V
driver with integrated transient 2.5 kV surge
protection is included. Dimmable with an ELV or
1-10V dimmer. Four option selections are
available: button photocontrol, surge protection,
both the photocontrol and surge protection, or
no options.

Shown in bronze / clear

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=604330

	Project 1: 
	Company 1: 
	Location 1: 
	FixtureType 1: 
	ApprovedOn 1: 
	ApprovedBy 1: 


