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Syrma Mini Freejack Pendant
By Visual Comfort Architectural

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 430 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 84.31

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 35000 hours

PRODUCT DIMENSIONS . . . . . . . . . . . . . . . . . . . . . Cord Length: 72"

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/5.1W/12V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 5.5"W x 12.7"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5.1W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Satin Nickel

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Satin Gold

Specifications

Description

The Mini Syrma Freejack Pendant features
duplicated machined metal rods that have been
painstakingly fastened at perfectly spaced
intervals to form a multi-dimensional shade.
Available in halogen and LED lamp options.
Supplied with six feet of field-cuttable cable and
a Freejack connector. Freejack canopy required if
used as a monopoint, sold separately. LED canopy
compatible with both halogen and LED lamp
options. Dimmer type dependent on system
transformer (low voltage magnetic or electronic).
ETL listed. Halogen option Title 20 compliant. LED
option Title 20 and Title 24 compliant.

Shown in satin nickel / satin gold
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